products by

supla | zapel

= supla 000
Active energy consumed

/ Consumptlon in the current month
The cost af the current month
84,06 PLN
Total cost l I I
522,56 PLN

. -

Minutes

Hours

Days | 2020625

Months

Patch F

Minute to minute comparison
Hour to hour comparison

Day to day comparison
Month-to-month comparison
Year-to-year comparison -
Ranking of hours

Ranking of days of the week 20220625 \ 4
Ranking of months i.;g :bvr\:‘ 1 M EW-@ 1

| CONFIG

Wi-Fi

Energy monitor . .

= 12

3-Phase+N
Wi-Fi Energy Monitor
supla MEW-01



Doy
Mot

Racn
inute 10 mioste compadsan
on

Vit 10 ot <ompe

3-Phase+N Wi-Fi Energy Monitor

PRODUCT VIEW MEW-01 + SC-16

S1.Red 52-Black

PRODUCT DESCRIPTION

The highest standard of accuracy of electricity consumption monitoring available with tools for the analysis of collected data. MEW-01 is a device
designed for mounting on a DIN rail (TH35), it occupies the width of two modules and offers the possibility of attaching an external antenna to
be used also outside the switchgear.

MEW-01 is a 3-phase and bidirectional monitor. It is therefore suitable for monitoring both imported and fed energy. The device is designed

for indoor installation, and after placing in an additional hermetic casing and protected against water ingress, also outdoors.

TECHNICAL DATA

WIRING DIAGRAM

L mewor R 0
Voltage rating: | 3 x230/400V AC L2 @ ﬂ
Voltage tolerance: | - 20% do 15 % L3 @ n
Rated power input: | 1.5W N @
Frequency: | 50/ 60 Hz ool ‘ 777777 ‘ 777777777777777777777
Transmit power: | ERP <20 mW ]
Measurement accuracy: | Class 2 (+2%) vi vz v N
Current transformer specifications: | 0,1 -33,3mA/100 A ZaMeL
Operating temperature: | -10°C to +55°C Osms
Supply voltage ON indicator: | 1 LED per each supply voltage phase gf:va
Ingress protection rating: | 1P20 WilFi D
Maximum wiring size: | 10 (2.5 mm? max conductor) 9 8 8
Enclosure installation: I;’g%’ggﬂgng rails, clearance crs281 s2o1%2
bt b bigd
Transmission: | Wi-Fi 24GHz 802.11 b/g0 = ———  9i7e9s
Dimensions: | 90 x 35x 66 mm SAZAS @
Weight: | 0.4 kg
Power input terminals: | V1;V2; V3; N
CT terminals: | S1S2-11;51S2-12;51S2-13




DIMENSIONS AND MARKING DIMENSIONS SC-16
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The cost of the current month 84,06 PLN

* Phase angle [ PHASE 1 ][ PHASE 2 ][ PHASE 3 ] Minutes Y
. Hours
* Imported active power . Q . o Days | -
o Tension 22637V Months

* Active power returned Lighting switch mensy o Patch 3 o

Active power " . N
Minute to minute comparison

. Reactive power 20366792 var
» Absorbed reactive power Apparent power 181z Hour to hour comparison .
. | 7 Day to day comparison
] Phase angle
* Reactive power returned ° Active power consumed 199,00123 kih Month-to-month comparison
e power comsaned 7457309 Yearto-yearcomparison R :
Roller shutter Reactive power returned 12,847834 kvar Ranking of hours
Ranking of days of the week 20220625
Ranking of months I BEXaN
Bedroom ¢ [mm
= = = 1 1 1 1
] - =

0

Roller shutter
Energy monitor

Energy monitor

\_ L /L J

TECHNICAL DATA SC-16 DECLARATIONS OF CONFORMITY

SC-16

i i EU Declaration of conformity Deklaracja Zgodnosci UE
Maximum continuous

100 A 1 Model produkty / roduct modet Nr/ No: SPL/20/01/01
MEW.01, MEW.O1/1F, MEW-OTIANT, MEW-OVANT-AF, MEW.01 LITE, LEW.01

Nr/ No:SPLI23/03/16 [EU Declaration of conformity
primary current:

Current ratio:

3000:1

Output:

33.3mA/100A

Accuracy:

Class 2

Insulation voltage:

0.66 kv

Phase angle:

Less than 1.5 degrees at rated current

Frequency range:

50 Hz to 60 Hz

Operating temperature:

-15°Cto 60°C

Cable hole:

16 mm

Dimensions:

46 x35.5x 31 mm

Weight:

0.089 kg

Leads:

Two-wire cable

ZAMEL $p. 2 0.0, ul. Zielona 27, 43-200 Pszczyn
3INinijsza deKaracia zgodnodc wydana zostaje na wytaczna odpowiedzialnodt
producenta.

4Przedmiot dekaraci / Objoctof te Geclaraton
Monitr energi WiFi /
W Fi Enorgy montor

‘wymaganiami uninego prawodawstwa harmonizacynego

harmonisateon egsatn

'ROHS 2011/BS/UE + 20157863 + 201772102
WEEE 2012190
6 Odriesienia do odnosnych nom zharmonizowanych, Kiére Zastosowano, iub do

Reforonces 10 the relevant harmonized standardi used o roerencas o tha othr technical
Specicatons i el o whih conformdy s declared
PNLEN 61010-12011+A12019.04
PN.EN S0470.1.20084A12015.03

7Informacie dodatkowe / Addtonal informaten

1. Model produldu / Produet mode
sc16

2. Nazwa | acres producenta / Name and address ofthe manfacturer
ZAMEL $p.2 0.0, ul. Zislona 27, 43-200 Pszczyna

3. Ninejsza dekiaracia zg0dnosci wydana Zostaje na wylaczna odpoviedzianiosc
producenta

4 Praedmiot dekiarach | Objct o the decaration:
Praekiadnik pradowy  Curent anstormer
5. Wymieniony powyze] przedmiot ninejsze] dekiaraci jest 2godny 2 odnosnymi
wymaganiami uninego prawodawstva NarmonZacyinego:
o is in conlormiy with the olevant Union

5. Odriesienia do cdnosnych nom zhamonizowanych, kiére zastosowano, lub do
innych_ specyfikaci technicznych, . stosunku do_ Kiyeh dekarowana.Jest
2g0dnosé:

tochnical

Spochesns roaron 1w coriermiy 4 deciared
PNEN61010-12011

7. Informacie dodatkon / Adstins nformton

y " DanielKubica
Pszcaina, 2020:01:14 Oyror s Prodncy 1 Rarvons

www.supla.zamel.com



