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Foreword

General

This manual describes the functions, operations, and precautions of the LED Monitor (hereinafter
referred to as the "Devices"). Please read the device carefully before using it, and keep the instruction
manual for future reference.

Safety Instructions

The following signal words might appear in the manual.

Signal Words Meaning

DANGER
Indicates a high potential hazard which, if not avoided, will result in
death or serious injury.

WARNING
Indicates a medium or low potential hazard which, if not avoided,
could result in slight or moderate injury.

CAUTION

Indicates a potential risk which, if not avoided, could result in
property damage, data loss, reductions in performance, or
unpredictable results.

TIPS Provides methods to help you solve a problem or save time.

NOTE Provides additional information as a supplement to the text.

Revision History

Version Revision Content Release Time

V1.0.0 First release. May 2024

Privacy Protection Notice

As the device user or data controller, you might collect the personal data of others such as their face,
audio, fingerprints, and license plate number. You need to be in compliance with your local privacy
protection laws and regulations to protect the legitimate rights and interests of other people by
implementing measures which include but are not limited: Providing clear and visible identification
to inform people of the existence of the surveillance area and provide required contact information.

About the Manual

The manual is for reference only. Slight differences might be found between the manu
al and the product.
We are not liable for losses incurred due to operating the product in ways that are no
t in compliance with the manual.
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The manual will be updated according to the latest laws and regulations of related juri
sdictions. For detailed information, see the paper manual, use our CD-ROM, scan
the QR code or visit our official website. The manual is for reference only. Slight differe
nces might be found between the electronic version and the paper version.
All designs and software are subject to change without prior written notice. Product up
dates might result in some differences appearing between the actual product and the
manual. Please contact customer service for the latest program and supplementary doc

umentation.
There might be errors in the print or deviations in the description of the functions, op
erations and technical data. If there is any doubt or dispute, we reserve the right of fi
nal explanation.
Upgrade the reader software or try other mainstream reader software if the manual (in

PDF format) cannot be opened.
All trademarks, registered trademarks and company names in the manual are properties

of their respective owners.
Please visit our website, contact the supplier or customer service if any problems occur

while using the device.
If there is any uncertainty or controversy, we reserve the right of final explanation.

Manual



III

Important Safeguards andWarnings

This section introduces content covering the proper handling of the device, hazard prevention, and
prevention of property damage. Read carefully before using the device, and comply with the
guidelines when using it.

Operation Requirements

Make sure that the power supply of the device works properly before use.
Do not pull out the power cable of the device while it is powered on.
Only use the device within the rated power range.
Transport, use and store the device under allowed humidity and temperature conditions.
Prevent liquids from splashing or dripping on the device. Make sure that there are no objects
filled with liquid on top of the device to avoid liquids flowing into it.
Do not disassemble the device.

Installation Requirements

WARNING

Connect the device to the adapter before power on.
Strictly abide by local electrical safety standards, and make sure that the voltage in the area is
steady and conforms to the power requirements of the device.
Do not connect the device to more than one power supply. Otherwise, the device might
become damaged.

Observe all safety procedures and wear required protective equipment provided for your use
while working at heights.
Do not expose the device to direct sunlight or heat sources.
Do not install the device in humid, dusty or smoky places.
Install the device in a well-ventilated place, and do not block the ventilator of the device.
Use the power adapter or case power supply provided by the device manufacturer.
The power supply must conform to the requirements of ES1 in IEC 62368-1 standard and be no
higher than PS2. Note that the power supply requirements are subject to the device label.
Connect class I electrical appliances to a power socket with protective earthing.

The terms HDMI and HDMI High-Definition Multimedia Interface, and the HDMI Logo are trademarks or
registered trademarks of HDMI Licensing Administrator, Inc. in the United States and other countries.
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1 key manual

Photos are for reference only

Wake up the monitor: Press the rocker button A on the back of the body to turn on the monitor.

Turn off the monitor: Hold down the A key for 3 seconds to turn off the monitor.

OSD menu: Tap to open the OSD menu. Rocker up, down, Browse the function in left and right dir
ections and click to confirm.
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2 Menu area function

Signal source area

Contextual model

Mac/win color management

Brightness/Contrast/Night Shift

Exit menu

Press the A key in the up, down, left, and right directions to move the cursor to the corresponding icon option.
Brightness, contrast, and night view ICONS appear pink; Click the A key to confirm and it will appear in red

Brightness, contrast, night view can be adjusted.
FOR MAC, FOR WIN, DCI-P3, SRGB, CG, CAD, Eye protection (low blue light), HDR, Clip mode appears
blue .

FOR MAC One-click Mac original color display, when you select this mode, brightness, night view can be
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adjusted, contrast can not be adjusted.
FORWIN One click for windows, when you select this mode, brightness, night view, contrast can be adjusted.

DCI-P3 When you select this mode, brightness can be adjusted, contrast, night view can not be adjusted.

SRGB When you select this mode, brightness can be adjusted, contrast, night view can not be adjusted.

CG Raise the dark area without exposing the brightness, the brightness can be adjusted when you select this

mode, Contrast and night view are not adjustable.

CAD: Enhance line and graphic sharpness and contrast. When you select this mode, the brightness and night

view can be adjusted; Contrast is not adjustable.

Eye protection (Low blue light): Passed the German TUV SUD low blue light certification (depending

on the model). Reduces or filters out harmful blue light to protect eyes. This function can be enabled in FOR M

AC, FOR WIN, editing, and gaming modes. It cannot be enabled in DCI-P3, SRGB, CG, CAD, HDR, and e-book mo

des, those icon cannot be selected.

HDR: FOR high dynamic range images, when you turn on this function, the eye protection function cannot be

turned on. You can turn on this function in FOR MAC, FOR WIN, CAD, clip, DCI-P3, SRGB, CG mode, and the

night view, brightness, and contrast cannot be adjusted. And the brightness is the maximum value. After you

tap OK, the icon will appear blue.

Film editing: When you select this mode, brightness, night view can be adjusted, contrast cannot be

adjusted.

E-book: When you select this mode, the screen presents a paper-like display effect, alleviating eye

discomfort. (Depending on the specific model.)

Note:

Blue light may cause eye strain and discomfort. The display offers a screen certified by TUV SUD for low blue

light to ensure the comfort and health of the user's eyes. Follow the instructions below to operate the screen

to reduce symptoms caused by prolonged exposure to the screen's blue light.

1. Position the screen 20 to 28 inches (50 to 70 cm) from your eyes, with the center of the screen slightly below

the line of sight.

2. When you need to use a screen for a long time, blinking consciously from time to time will help reduce eye

strain.

3. Take a 20-minute break every two hours.

4. Take breaks to look away from the screen and gaze at distant objects for at least 20 seconds.

5. Stretch moderately at rest to relieve fatigue or pain.

Manual



5

Manual

SN Resolution

640x480@60Hz

720x480@60Hz

720x576@50Hz

800x600@56Hz

800x600@60Hz

1024x768@60Hz

1152x864@60Hz

1280x720@50Hz

1280x720@60Hz

1280x960@60Hz

1280x1024@60Hz

1440x810@60Hz

1680x1050@60Hz

1920x1080@50Hz

1920x1080@60Hz

2560x1440@60Hz

3840x2160@30Hz

3840x2160@50Hz

3840x2160@60Hz

5120x2880@30Hz
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Signal Path

HDMI

DP

640x480@60Hz

720x480@60Hz

720x576@60Hz

800x600@56Hz

800x600@60Hz

1024x768@60Hz

1280x720@60Hz

1280x800@60Hz

1280x1024@60Hz

1600x1200@60Hz

1680x1050@60Hz

1920x1080@50Hz

1920x1080@60Hz
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SN Resolution

1920x1200@60Hz

2048x1152@60Hz

2560x1080@60Hz

2560x1440@60Hz

3840x2160@30Hz

3840x2160@60Hz

5120x2880@30Hz

5120x2880@60Hz

640x480@60Hz

720x480@60Hz

720x576@50Hz

800x600@56Hz

800x600@60Hz

1024x768@60Hz

1280x720@60Hz

1280x800@60Hz

1280x1024@60Hz

1600x1200@60Hz

1680x1050@60Hz

1920x1080@50Hz

1920x1080@60Hz

1920x1200@60Hz

2048x1152@60Hz

2560x1080@60Hz

2560x1440@60Hz

3840x2160@30Hz

3840x2160@60Hz

5120x2880@60Hz
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Type-C
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3 How to Clean Product

1.Please wipe dust and other particles off with a clean soft towel.

2. lf it is still not clean, please use a neutral cleaner along with the clean soft towel. Wipe dry after cleaning it.

3.Rubbing or scrapping the housing with fingernails or other hard objects might scratch the housing.

4 Troubleshooting

Before consulting service staff, please use the following chart to attempt to diagnose the issue.

Problem Solution

1 2 3 4 5 6 7 8 9 10

No image or sound

Inferior sound, normal image

Inferior image, normal sound

Poor signal

Vague image

Double image

Interfering lines in image

Twisty image

Poor signal

Rung stripe in image

Image vertically scrolls

Inferior color

No color

Solution

1 Switch to another channel or input.

2 Check whether the audio signal line is connected.

3 Check whether the video signal line is connected.

4 Interference from by other electric appliance may be present.

5 Adjust fine tuning setting.

6 Adjust luminance setting.

7 Adjust contrast ratio setting.

8 Adjust color setting.

9 Check whether the system is set-up properly.

10 Check whether the power is on.
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ENABLING A SAFER SOCIETY AND SMARTER L IVING

ZHEJIANG DAHUA VISION TECHNOLOGY CO., LTD.
Address: No.1399, Binxing Road, Binjiang District, Hangzhou, P. R. China | Website: www.dahuasecurity.com | Postcode: 310053
Email: overseas@dahuatech.com | Fax: +86-571-87688815 | Tel: +86-571-87688883 


