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Installation
It supports wall mounting and table mounting.
9 Installation Accessory Description
The table bracket is required to install the master station onto the wall or table. O . @
The dimension of table bracket(Optional) is shown.
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. LEGAL DISCLAIMER
1. Remove the cover Of the dewce on the top pane" — <t ® TO THE MAXIMUM EXTENTFERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE
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. . . . . — TECHNICAL SUPPORT IF REQUI
the rear panel of the device, during which the lock catch will be locked automatically. po YO0 AGREE T USE THIS PRODUCT IN COMPLIANCE WITH ALL APPLICABLE LAWS, AND YOU ARE
. SOLELY RESPONSIBLE FOR ENSURING THAT YOUR USE CONFORMS TO THE APPUCABLE LAW.
Table Mounti ng @ ESPECIALLY, YOU ARE RESPONSIBLE, FOR USING THIS PRODUCT NER THAT DOES NOT
~— Note The table bracket |S not Supplled Cover INFRINGE ON THE RIGHTS OF THIRD PARTIES, INCLUDING WITHOUTLIMITATION RIGHTS OF
iri i - . . PUBLICITY, INTELLECTUAL PROPERTY RIGHTS, OR DATA PROTECTION AND OTHER PRIVACV RIGHTS.
1 W'!"“g the device and smooth the cables across the cable .hOIe' _ - YOU SHALL NOT USE THlS PRODUCT FOR ANY PROHIBITED END-USES, INCLUDING i
2. Adjust the table bracket to the right angle and put the device on the right position. DEVELOPMENT OR PRODUCTION OF WEAPONS TRUCTION, THE DEVELOPMENT OR
N . H. H PRODUCTION OF CHEMICAL OR BIOLOGICAL WEAPONS ANV ACTIVITIES IN THE CONTEXT
Note: Recommend the use of the table bracket: the maximum opening angle used. Unlt, mm[lnch] RELATED TO ANY NUCLEAR EXPLOSIVE OR UNSAFE NUCLEAR FUEL-CYCLE, OR IN SUPPORT OF
. HUMAN RIGHTS ABUSES.
n G ettl n g Sta rted ® IN THE EVENT OF ANY CONFLICTS BETWEEN THIS DOCUMENT AND THE APPLICABLE LAW, THE
LATTER PREVAILS.
o Activate Device Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved.

You are required to activate the device first by setting a strong password before you
can use the device.

3.3 3.4

1. Power on the device. It will enter the activation page automatically.
2. Create a password and confirm it.
3. Tap OK to activate the main station.

@ Quick Configuration

Please follow the wizard on your device to finish quick configuration.
For more instructions, please refer to the User Manual.
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