2 Wiring
2.1 Door lock wiring.
1.1 Open the box. 2.2 Door contact wiring.
1.2 Check the environment. ﬁ

1.3 Install the device.

2.3 Exit button wiring.

4 Other Operations
2.4 Wiegand wiring.
2.5 RS-485 wiring.

3 Activation
. . 4.1 Hardware Initialization.
ﬁ Activate the device. ﬁ 4.2 Relay NO/NC.
2.6 Alarm in/out wiring.
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1 Installation Installation Environment: =
@ Indoor use only. @ Wiegand Wiring @ RS-485 Wiring

@ The minimum bearing weight of the wall or other places should be 3 times heavier than the device weight.

12V-R ——{12 V OUT
GND——_GND

A W0 WO
Wiegand Wi Wi
N BZ BZ
OK OK
ERR ERR Card

:

. % GND———GND Reader

Hol
oe @ Door Lock Wiring

Electric Dropbolt

s
T oo 3000
s

: e = e
i g o] Door| | COM - - Door (Siﬂ\l‘j =
i e i | Lock NO Contact |_| SeN
o\ - -
- . -Q_D
N(OY] Hole Electric Strike —IS

/\ x ® Exit Button Wiring @ Alarm in/out Wiring

Exit BTN Alarm In |:|GND

X1

6 Fix 3 SC-KA4X45 screws to the wall, 9 Open the chassis cover and press the holes on the 9 Close the chassis cover to complete the Button|:| BN AN
and 3 to 5 mm thread should be chassis body with the screws reserved on the wall. installation. 5 -
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LEGAL DISCLAIMER

© TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE
PRODUCT DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, ARE PROVIDED "AS
) o o o o o IS" AND "WITH ALL FAULTS AND ERRORS". HIKVISION MAKES NO WARRANTIES, EXPRESS OR
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g xS @ The recommended specification for the accumulator (optional) is 12 V, 7 Ah.
o 25 @® The working temperature of the accumulator is 0 °C to 40 °C. Data Protection
< 22 B B . . . . . ® To protect data, the development of Hikvision Products incorporates privacy by
sUL 5 @ Recommended specifications of cable: door lock power supply: AWG18; Card reader power supply: AWG20; Other Gesian principles. For examplo, for Products with facial recognition features,
Door Contact S 9’] ca bles: AWG22. biometrics data is stored in your Products with encryption method; for fingerprint
. . .. . . Products, only fingerprint template will be saved, which is impossible to reconstruct a
@ The 12 VDC terminals for door lock and card reader are not LPS, and the device wiring with the terminal and the fingerprint mage. P g
wiring cables should meet the requirements of the fire protection enclosure. © As a data controller/processor, you may process personal data, including collection,
@ The 485G port can only be used after the RS-485 Communication Backup function is enabled. storage, use, processing, disclosure, deletion, etc. You are advised to pay attention to
and comply with applicable laws and regulations related to the protection of personal

data, including without limitation, conducting security controls to safeguard personal
data, such as, implementing reasonable administrative and physical security controls,

H conduct periodic reviews and the assessments of the effectiveness of your security
4 Other Operations Comiros.

© Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved.

3 Activation

You are required to activate the control panel first before you can use the ® ege e .

control panel. Activation via SADP, and activation via web are supported. Ha rdwa re In |t|a I |Zat|on

The default values of the terminal are as follows: Hold the restore button for 5s to initialize the hardware.
-The default IP address: 192.0.0.64 . - )
“The default port No.: 80; 443 . Flre Relay NO/NC Scan the QR code to get the user manual for detailed information.

-The default user name: admin . . . . .
[Ti] This operation requires disassembling the upper and lower shells of the

@ Activate Device via Web Browser device, which is recommended by a professional.

1. Enter the device IP address in the web browser (192.0.0.64).
2. Create a password in the pop-up window.
3. Confirm the password, and activate the device.

[[Ti] Make sure the IP segment of the device and the computer is the same.

STRONG PASSWORD RECOMMENDED—-
We highly recommend you create a strong password of your own The position of the fire jumper cap position and the related NO/NC status are as follows:
choosing (using a minimum of 8 characters, including upper case
letters, lower case letters, numbers, and special characters) in
order to increase the security of your product. And we
recommend you reset your password regularly, especially in the
high security system, resetting the password monthly or weekly
can better protect your product.

Normally Closed Status Normally Open Status
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